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more information: www.elev8hire.com 
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Clean top boom,
internal mounted services2,1 m Jib

No external hoses
from basket

300 kg basket 
capacity throughout 
entire working area

65° Right + 65° Left 
hydraulic 

basket rotation 

www.ctelift.com

WORK BECOMES EASY

CTE FRANCE Sas  -  Achères - Saint Clair du Rhone - France

CTE S.p.A. 

CTE UK Ltd  -  Enderby Leicestershire - UK

Headquarter and Factory - Rovereto (Tn): via Caproni, 7

ph. +39 0464.48.50.50 - fax +39 0464.48.50.99 

ph. +39 0543.44.88.30 - fax +39 0543.44.83.43

Factory - Bertinoro (Fc): viale 2 Agosto, 670

e-mail: info@ctelift.com

Sigma boom off ering 
ZERO TAILSWING

in working position at 90°

Proportional, multifunction, 
electrohydraulic controls

Side basket drawbar:
no play under basket

Anti-collision
bar

360° continuous turret
rotation on bearing turntable 

H - frame jacking

Working 
height

Total height

Lifting 
height

Total length

Lateral
Outreach*

Permissible 
inclination

Working 
cage size

Permissible
total weight 

Max. working
cage size

Range of rotation

Working
cage load

Swivelling angle
of the jib/RÜSSEL®

*  depending on load, angle of
rotation and outfi t

Swivelling angle
of upper boom

xx,xxx t

CTE Z 21 JH  

20.70 m  

18.70 m  

10.00 m  

1.40 x 
0.70 m  

1.40 x 
0.70 m  

300 Kg  

≤ 2.60 m  

6.80 m  

0°  

3,500 Kg  

360°  

130°  

n/a  
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All measurements and weights are approximate and refer to the standard basic execution. Technical alterations reserved. 

Tel: 0845 274 3627 Fax: 0114 2617333 
Email: hiredesk@elev8hire.com 

www.elev8hire.com 

 

 


